
DIMENSIONS 

BS30AP 

External: 1200mm x 616mm x (800/825/850 

or 875mm)  

Internal: 980mm x 545mm x 525mm

BS31AP 

External: 1200mm x 518mm x (800/825/850 

or 875mm)  

Internal: 980mm x 447mm x 525mm

ELEC TRICAL CONNEC TIONS 

None or if Electrical interconection required 

then 220V/240V 1 phase 50Hz max 13Amps  

Cable: 2 metres with 13 amp plug fitted  

RCD 13 amp socket for connecting adjoining 

unit

CONSTRUC TION  
Top: Stainless steel 

Exterior: Stainless steel or plastic coated steel 

Interior: Galvanised steel 

PRODUC T FEATURES

• Specify height: 800, 825, 850 or 875mm and  

 electrical handing left or right at time of  

 order  

• Extended stainless steel tops to both ends  

 enables a continuous servery to be formed

• Fully GN1/1 gastronorm compatible open  

 ambient cupboard. (not BS31AP - 518mm  

 wide unit)

• Three removable shelves & supports

• Robust push/pull bar to both ends

• Four x 100mm swivel castors two braked
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EXTRAS

• Fluorescent gantry

• Trayslide

• Choice of colour finish 

• Left or right handed cable exit and   

 interconnecting

MODULAR COUNTERS

FLEXILINE AMBIENT PLAIN TOP   
MODEL NO: BS30AP

Compact plain top ambient cupboard specifically 
developed for the primary school meal service, where 
throughput is high and serving period short. 

PRODUC T SPECIFICATION


