
DIMENSIONS 

HEATED MODELS  

GANFGS12Q: 1077mm x 520mm 
(for 1206mm units)

GANFGS16Q: 1404mm x 520mm 
(for 1606mm unts) 

GANFGS19Q: 1731mm x 520mm 
(for 1906mm units)

FLUORESCENT MODELS  

GANFGS12F: 1077mm x 520mm 
(for 1206mm units)

GANFGS16F: 1404mm x 520mm 
(for 1606mm unts) 

GANFGS19F: 1731mm x 520mm 
(for 1906mm units)

ELEC TRICAL CONNEC TIONS 

220V/240V; 1 phase 50Hz 

GANFGS12Q: 0.9kW loading 

GANFGS16Q: 1.2kW loading 

GANFGS19Q: 1.5kW loading

GANFGS12F: 30W loading 

GANFGS16F: 36W loading 

GANFGS19F: 58W loading

Cable: Internally wired to base unit. If supplied 

without base unit wiring to customer specification 

CONSTRUC TION  
Arms: 50mm dia Stainless steel tube 

Light box: Polished stainless steel  

Sneeze Screen: UV bonded toughened flat glass 

PRODUC T FEATURES 

HEATED MODELS

•	 Operator replaceable 300W quartz heat 	

	 lamps

•	 Dimmer control fitted to base unit

•	 Removable wire guards protecting lamps

AMBIENT MODELS 

•	 Fluorescent tube mounted in light box

•	 Rocker on/off switch fitted to base unit
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EXTRAS

•	 Jacketed quartz lamps for additional safety

MODULAR COUNTERS

CARIBBEAN GANTRY OPTIONS 
FLAT GLASS  
MODEL NO: GANFGS

Quartz lamp heated or flourescent illuminated.

PRODUC T SPECIFICATION


