
DIMENSIONS 

JPDAS: 455mm x 670mm x 900mm

JPDHS: 455mm x 670mm x 900mm 	

JPDAD: 880mm x 670mm x 900mm

JPDHD: 880mm x 670mm x 900mm 

ELEC TRICAL CONNEC TIONS 
220V/240V 1 phase 50Hz 0.8kW loading 

3.3Amps approx

Cable: 2 metres with 13 amp plug fitted  

CONSTRUC TION  
Top: Stainless steel 

Exterior: Colour plastic coated steel or 

stainless steel 

Interior: Stainless steel

CAPACITY 

Accepts 210mm to 285mm diameter plates, 

single units 60 plates - double units 120 

plates approx 

PRODUC T FEATURES 

•	 Removable crumb tray for cleaning

•	 Adjustable plate guides from 210mm 		

	 - 285mm

UNHEATED MODELS

Model No: JPDAS - Single

Model No: JPDAD - Double

HEATED MODELS

Model No: JPDHS - Single

Model No: JPDHD - Double 

•	 Complete with lid/s

•	 Variable thermostatic control
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EXTRAS

•	 Tray slides  

	 (Double stack models only)

•	 Kick-plinths

•	 Push Bars

•	 Corner Bumpers

•	 Choice of colour finish

•	 Height adjustable feet instead of castors

•	 Spare lid

MODULAR COUNTERS

JAMAICAN ANCILLARY 
PLATE DISPENSERS  
MODEL NO: JPD

Spring loaded mobile plate dispenser, heated or  
ambient models.

PRODUC T SPECIFICATION


