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OPTIMAX  
REFRIGERATED UNITS 
Constructed using durable bright polished and satin 
finish stainless steel with toughened full height glass 
curved screens to the front.
Designed to comply with the operating requirements 
of EN ISO 23953 - 2:2005 Performance level M1 (-1°C to 
+ 5°C) in Climate class 3 (25°C 60% RH 0.2m/s).
Optimax refrigerated units will maintain core product 
temperature of pre-chilled food below 5°C in ambient 
temperatures up to 27°C at 50% relative humidity.

Standard features
•	 Microprocessor based temperature control with 		
	 automatic 	defrost and condensate handling system
•	 Illuminated display via integral fluorescent lighting
•	 Three removable 8mm toughened glass shelves
•	 The top 	 and lower shelves are height 	 adjustable for 	
	 flexibility of display
•	 Unique rear door arrangement helping to maintain 		
	 cabinet temperatures when doors are open
•	 Choice of stainless steel, plastic coated 	coloured steel 	
	 or wood laminate fascia panels 

ASSISTED SERVICE MODELS
DROP DOWN DOORS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

RMR65E	 650 x 750 x 1445	 1.8

RMR100E	 1000 x 750 x 1445	 2.5

RMR130E	 1300 x 750 x 1445	 2.7

SELF SERVICE MODELS
SOLID BACK COUNTER - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

RMR65S	 650 x 750 x 1445	 1.8

RMR100S	 1000 x 750 x 1445	 2.5

RMR130S	 1300 x 750 x 1445	 2.7

SOLID BACK WALL - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (kW) 

RMR65SW	 650* x 750 x 1445	 1.8

RMR100SW	 1000* x 750 x 1445	 2.5

RMR130SW	 1300* x 750 x 1445	 2.7

* Includes 150mm wall spacer to allow refrigeration system to vent adequately

PASS THROUGH - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

RMR65SP	 650 x 750 x 1445	 1.8

RMR100SP	 1000 x 750 x 1445	 2.5

RMR130SP	 1300 x 750 x 1445	 2.7

Optional extras
•	 Slimline fluorescent lighting under each shelf
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket that simply clip to the front edge of each 		
	 shelf		

RMR100E   1000 x 750 x 1445mm

RMR65E   Drop down doors  

RMH65S   650 x 750 x 1445

RMR65E   650 x 750 x 1445
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SELF SERVICE MODELS
SOLID BACK COUNTER - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

RMH65S	 650 x 750 x 1445	 0.8

RMH100S	 1000 x 750 x 1445	 1.1

RMH130S	 1300 x 750 x 1445	 1.6

SOLID BACK WALL - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (kW) 

RMH65SW	 650 x 750 x 1445	 0.8

RMH100SW	 1000 x 750 x 1445	 1.1

RMH130SW	 1300 x 750 x 1445	 1.6

PASS THROUGH - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

RMH65SP	 650 x 750 x 1445	 0.8

RMH100SP	 1000 x 750 x 1445	 1.1

RMH130SP	 1300 x 750 x 1445	 1.6

Optional extras
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket 	that simply clip to the front edge of each 		
	 shelf providing a degree of protection from the hot 		
	 surface
•	 Castor covers - satin finish stainless steel covers
•	 Glass sliding/stainless steel doors to rear of display 		
	 area
•	 Choice of stainless steel, plastic coated 	coloured steel 	
	 or wood laminate fascia panels

RMH130E   1300 x 750 x 1445

RMH100S   Controls to rear

OPTIMAX  
HEATED UNITS 
Constructed using durable bright polished and satin 
finish stainless steel with toughened glass side screens. 

Standard features
•	 The temperature of each shelf can be adjusted and 		
	 set independently between 65°C and 95°C
•	 Separate digital temperature controls to the base and 	
	 each of the two shelves
•	 Individual fluorescent illumination to all display levels
•	 Two height adjustable inclined shelves with 			 
	 removable 	stainless steel product trays
•	 Stainless steel ambient cupboard to rear 

ASSISTED SERVICE MODELS
OPEN TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

RMH65E	 650 x 750 x 1445	 0.8

RMH100E	 1000 x 750 x 1445	 1.1

RMH130E	 1300 x 750 x 1445	 1.6

OPTIMAX  
AMBIENT UNITS 
Constructed using durable bright polished and satin 
finish stainless steel with toughened glass side screens. 

Standard features
•	 Illuminated display via integral fluorescent lighting
•	 Three height adjustable removable 8mm 	toughened 	
	 glass shelves for flexibility of display
•	 Stainless steel ambient cupboard to rear
•	 Choice of stainless steel, plastic coated 	coloured steel 	
	 or wood laminate fascia panels 

ASSISTED SERVICE MODELS
OPEN TO REAR 

Model	 Dimensions (mm)	 Power (W) 

RMR65E	 650 x 750 x 1445	 13

RMR100E	 1000 x 750 x 1445	 21

RMR130E	 1300 x 750 x 1445	 28

SELF SERVICE MODELS
SOLID BACK COUNTER - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (W) 

RMH65S	 650 x 750 x 1445	 13

RMH100S	 1000 x 750 x 1445	 21

RMH130S	 1300 x 750 x 1445	 28

PASS THROUGH - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (W) 

RMH65SP	 650 x 750 x 1445	 13

RMH100SP	 1000 x 750 x 1445	 21

RMH130SP	 1300 x 750 x 1445	 28

Optional extras
•	 Slimline fluorescent tubes under each glass shelf
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket that simply clip to the front edge of each 		
	 shelf
•	 Castor covers - satin finish stainless steel covers
•	 Glass doors to rear of display area
•	 Stainless steel doors to rear cupboard
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SER90E   900 x 750 x 1350

SER60SP   900 x 750 x 1350

SER90E   Sliding doors to rear

ASSISTED SERVICE MODELS
SLIDING  DOORS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

SER60E	 600 x 750 x 1350	 1.5

SER90E	 900 x 750 x 1350	 2.0

SER120E	 1200 x 750 x 1350	 2.3

SELF SERVICE MODELS
SOLID BACK WALL - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (kW) 

SER60SW	 600 x 900 x 1350	 1.5

SER90SW	 900 x 900 x 1350	 2.0

SER120SW	 1200 x 900 x 1350	 2.3

PASS THROUGH - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

SER60SP	 600 x 750 x 1350	 1.5

SER90SP	 900 x 750 x 1350	 2.0

SER120SP	 1200 x 750 x 1350	 2.3

Optional extras
•	 Slimline fluorescent lighting under each shelf
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket that simply clip to the front edge of each 		
	 shelf		

EVOLUTION  
REFRIGERATED UNITS 
The Evolution range has been designed to maximise 
performance at the same time as offering an 
aesthetically pleasing suite of displays that can 
co-ordinate with any backdrop.
Standing 1350mm tall, it is the ideal height to ensure 
staff can make eye contact with customers without 
obstruction. The slender black border perfectly frames 
the contents whilst LED lighting helps to optimise food 
display.

Operating conditions

	• Designed to comply with the operating requirements 	
	 of BS EN ISO 23953 - 2:2015. 

	• Performance level M1 (-1°C to +5°C) in 	Climate class 3 	
	 (25°C- 60% Relative 	Humidity. 0.2m/s wind speed)

Standard features
•	 Special low height 1350mm high units 	 conform to  
	 TFL 	/ Network rail maximum height for shop front 		
	 equipment 
•	 Microprocessor based temperature  control with 		
	 automatic 	defrost and condensate handling system, 	
	 for trouble free operation
•	 Illuminated display via integral LED lighting to each 		
	 level
•	 	Double glazed Eco gas filled thermo glass panels
•	 Three height adjustable 8mm toughened glass 		
	 shelves can be inclined by 10° 
•	 Stainless steel removable recessed well for service 		
	 access and cleaning
•	 Integral ticket strip facility
•	 Supplied on four low level castors

Shelf edge ticket strips
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EVOLUTION  
HEATED UNITS 
These high capacity display cabinets are perfectly 
suited for deli’s, coffee shops, convenience stores and 
the rapidly expanding market of ‘Food 2 Go’ outlets. 
Available in both assisted and self service to give you 
maximum control over how food is displayed and 
purchased. 

Standard features

	• Multi-zone air jet heating technology surrounds the 		
	 product on display in an envelope of heat by 			 
	 recirculating 	temperature controlled hot air

	• Heated flat base and two inclined shelves

	• Independent temperature control to each heat zone

	• Enhanced specification LED illumination to each level

	• Hinged rear opening double glazed door/s

•	 Enclosed to the front for assisted service stainless 		
	 steel product trays
•	 Stainless steel ambient cupboard to rear 

ASSISTED SERVICE MODELS
HINGED  DOORS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

SEH60E	 600 x 750 x 1350	 1.9

SEH90E	 900 x 750 x 1350	 2.9

SEH120E	 1200 x 750 x 1350	 3.7

SELF SERVICE MODELS
SOLID BACK WALL - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (kW) 

SEH60SW	 600 x 750 x 1350	 1.5

SEH90SW	 900 x 750 x 1350	 2.0

SEH120SW	 1200 x 750 x 1350	 2.3

PASS THROUGH - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (kW) 

SEH60SP	 600 x 750 x 1350	 1.5

SEH90SP	 900 x 750 x 1350	 2.0

SEH120SP	 1200 x 750 x 1350	 2.3

Optional extras
•	 Slimline fluorescent lighting under each shelf
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket that simply clip to the front edge of each 		
	 shelf

SEH120SW   1200 x 750 x 1350

SEH90E   Double hinged doors to rear

SEH60SP   600 x 750 x 1350
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SEA90E   900 x 750 x 1350

SEA90SP   Sliding doors to rear

EVOLUTION  
AMBIENT UNITS 
Available in both assisted and self service to give you 
maximum control over how food is displayed and 
purchased. Perfectly suited for deli’s, coffee shops, 
convenience stores and all food-to-go outlets. 

Standard features
•	 Special low height 1350mm high unit conform to  
	 TFL / Network rail maximum height for shop front 		
	 equipment 
•	 	Illuminated display via integral LED lighting to each 		
	 level
•	 Three height adjustable 8mm toughened glass 		
	 shelves can be inclined by 10° 
•	 Stainless steel removable recessed well for service 		
	 access and cleaning
•	 Integral ticket strip facility
•	 Supplied on four low level castors 

ASSISTED SERVICE MODELS
OPEN TO REAR 

Model	 Dimensions (mm)	 Power (W) 

SEA60E	 600 x 750 x 1350	 32

SEA90E	 900 x 750 x 1350	 58

SEA120E	 1200 x 750 x 1350	 78

SELF SERVICE MODELS
SOLID BACK WALL - CONTROLS TO REAR 

Model	 Dimensions (mm)	 Power (W) 

SEA60SW	 600 x 750 x 1350	 32

SEA90SW	 900 x 750 x 1350	 58

SEA120SW	 1200 x 750 x 1350	 78

PASS THROUGH - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (W) 

SEA60SP	 600 x 750 x 1350	 32

SEA90SP	 900 x 750 x 1350	 58

SEA120SP	 1200 x 750 x 1350	 78

Optional extras
•	 Slimline fluorescent tubes under each glass shelf
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket 	that simply clip to the front edge of each 		
	 shelf
•	 Castor covers - satin finish stainless steel covers
•	 Glass doors to rear of display area
•	 Stainless steel doors to rear cupboard
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SEHT60SW / SERT60SW

SERT60SW   With night blind

EVOLUTION PLUS 
Available in both assisted and self service to give you 
maximum control over how food is displayed and 
purchased. 
Perfectly suited for deli’s, coffee shops, convenience 
stores and all food-to-go outlets. 

Standard features
	• Constructed using durable bright polished and satin 	

	 finish stainless steel with toughened glass sides. Black 	
	 painted steel base panels & top

	• Supplied on four low level castors

	• Integral ticket strip facility

•	 Optional extras
•	 Shelf edge ticket strips - fixed to a stainless steel 		
	 bracket 	that simply clip to the front edge of each 		
	 shelf
	• Thermal pull down night blind

•	 Slimline fluorescent lighting under each shelf
•	 Stainless steel castor covers
•	 Impulse baskets

EVOLUTION PLUS 
REFRIGERATED UNITS 
Features
	• Four height adjustable 8mm toughened glass shelves 
	• Shelves can be inclined by 10 degrees if required
	• The temperature controllers can be adjusted between 	

	 0°C - 10°C
	• Microprocessor based temperature control with 		

	 automatic 	defrost and condensate handling system, 	
	 for trouble free operation Illuminated display via 		
	 integral LED lighting to each level 
	• The temperature controllers can be adjusted between 	

	 0°C - 10°C

SELF SERVICE MODELS
SOLID BACK WALL - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (kW) 

SERT60SW	 610 x 750 x 1950	 2.8

SERT90SW	 910 x 750 (850) x 1950	 3.1

EVOLUTION PLUS 
HEATED UNITS 
Features

	• Heated flat base and 3 shelves

	• Independent temperature control to each heat zone

	• Enhanced specification LED illumination to each level
	• Stainless steel removable recessed well for service 		

	 access and cleaning
•	 The temperature of each shelf can be adjusted 		
	 between 65°C - 9.5°C

SELF SERVICE MODELS
SOLID BACK WALL - CONTROLS TO FRONT 

Model	 Dimensions (mm)	 Power (kW) 

SEHT60SW	 610 x 750 x 1950	 2.8

SEHT90SW	 910 x 750 (850) x 1950	 4.3
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MAXILINE  
REFRIGERATED  
MULTI-DECK DISPLAYS 
The Maxiline range of free-standing food and drink 
merchandisers are specifically designed to support 
high volume food and drink outlets with professional 
display and operation capabilities.
Designed with the latest refrigeration technologies and 
manufactured from quality BS standard stainless steel 
and toughened glass.
Maxiline is available in a comprehensive range of 
widths in both standard and slimline depths. 

Standard features
•	 Stainless steel external (non-painted) panels 
• 	Treated mild steel painted panels and internal 			
	 construction 
• 	Slimline 600mm depth model (standard depth 		
	 models also available)
•	 4000K (Cool white) lighting to under shelves
•	 Four height adjustable shelves that can be inclined 		
	 by 10°
•	 Refrigerant R290 
•	 Lighting to under shelves and goal post
•	 75mm rear stand off
•	 All units 1500mm width and under operate from a 		
	 single 13A plug. All models above this size operate 		
	 from 2 x 13A plugs
•	 Doors can be retrofitted on site

STANDARD DEPTH MODELS
OPEN FRONT WITH NIGHT BLIND 

Model	 Energy usage	 Dimensions (mm)	 Power (kW) 

MAXI060VMT	 F	 600 x 750 x 1950	 2.1

MAXI090VMT	 E	 900 x 750 x 1950	 2.6

MAXI100VMT	 D	 1000 x 750 x 1950	 2.6

MAXI120VMT	 D	 1200 x 750 x 1950	 2.1

MAXI150VMT	 D	 1500 x 750 x 1950	 2.2

MAXI180VMT	 D	 1800 x 750 x 1950	 3.5

Features
•	 Temperature range +7 to -1ºC

FITTED WITH GLAZED DOORS 

Model	 Energy usage	 Dimensions (mm)	 Power (kW) 

MAXI060VDMT	 E	 600 x 750 x 1950	 2.1

MAXI090VDMT	 D	 900 x 750 x 1950	 2.6

MAXI100VDMT	 C	 1000 x 750 x 1950	 2.6

MAXI120VDMT	 C	 1200 x 750 x 1950	 2.1

MAXI150VDMT	 C	 1500 x 750 x 1950	 2.2

MAXI180VDMT	 C	 1800 x 750 x 1950	 3.5

Features
•	 Temperature range +5 to -1ºC

OPEN FRONT WITH ROLLER SHUTTER 

Model	 Energy usage	 Dimensions (mm)	 Power (kW) 

MAXI060VMT-RS	 F	 600 x 781 x 2020	 2.1

MAXI090VMT-RS	 E	 900 x 781 x 2020	 2.6

MAXI100VMT-RS	 D	 1000 x 781 x 2020	 2.6

MAXI120VMT-RS	 D	 1200 x 781 x 2020	 2.1

MAXI150VMT-RS	 D	 1500 x 781 x 2020	 2.2

MAXI180VMT-RS	 D	 1800 x 781 x 2020	 3.5

Features
•	 Temperature range +7 to -1ºC

MAXI150VMT-RS   1500 x 781 x 2020  

MAXI120VMT   1200 x 750 x 1950  

MAXI100VDMT   1000 x 750 x 1950  
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SLIMLINE DEPTH MODELS
OPEN FRONT WITH NIGHT BLIND 

Model	 Energy usage	 Dimensions (mm)	 Power (kW) 

MAXI060VST	 F	 600 x 600 x 1950	 2.1

MAXI090VST	 E	 900 x 600 x 1950	 2.6

MAXI100VST	 D	 1000 x 600 x 1950	 2.6

MAXI120VST	 D	 1200 x 600 x 1950	 2.1

MAXI150VST	 D	 1500 x 600 x 1950	 2.2

MAXI180VST	 D	 1800 x 600 x 1950	 3.5

Features
•	 Temperature range +7 to -1ºC

FITTED WITH GLAZED DOORS 

Model	 Energy usage	 Dimensions (mm)	 Power (kW) 

MAXI060VDST	 E	 600 x 600 x 1950	 2.1

MAXI090VDST	 D	 900 x 600 x 1950	 2.6

MAXI100VDST	 C	 1000 x 600 x 1950	 2.6

MAXI120VDST	 C	 1200 x 600 x 1950	 2.1

MAXI150VDST	 C	 1500 x 600 x 1950	 2.2

MAXI180VDST	 C	 1800 x 600 x 1950	 3.5

Features
•	 Temperature range +5 to -1ºC

OPEN FRONT WITH ROLLER SHUTTER 

Model	 Energy usage	 Dimensions (mm)	 Power (kW) 

MAXI060VST-RS	 F	 600 x 631 x 2020	 2.1

MAXI090VST-RS	 E	 900 x 631 x 2020	 2.6

MAXI100VST-RS	 D	 1000 x 631 x 2020	 2.6

MAXI120VST-RS	 D	 1200 x 631 x 2020	 2.1

MAXI150VST-RS	 D	 1500 x 631 x 2020	 2.2

MAXI180VST-RS	 D	 1800 x 631 x 2020	 3.5

Features
•	 Temperature range +7 to -1ºC

MAXILINE  
PANEL FINISH OPTIONS

Suffix	 Description 

-ST	 All exterior panels in bright annealed stainless steel	

-GY	 All exterior panels in bright annealed stainless steel with 		
		  anthracite powder coated rear inner panel

-PA	 All exterior and rear panels in bright annealed stainless 		
		  steel with anthracite powder coated panels	

-P	 Side panels in bright annealed stainless steel / powder 		
		  coated finish	

-G	 Side panels glazed	

MAXI120VST-RS   1200 x 631 x 2020  

MAXI180VDST   1800 x 600 x 1950  

MAXI060VST   600 x 600 x 1950  



10

VISTA  
MULTI LEVEL RETAIL DISPLAYS 
Designed to meet the needs of the demanding high 
street cafe model, Vista refrigerated displays are 
perfectly suited for high capacity refrigerated and 
ambient display in delis, coffee shops, convenience 
stores and all food-to-go applications. 

Standard features
•	 Black powder coated finish 
• 	RAL colour powder coated finish (price upon request) 
• 	Refrigerated lower display with shelf 
• 	Split framed box
•	 Refrigerated top box section with single sliding door
•	 Ambient storage to operators side
•	 Flexible top box models allow the change in function 	
	 from chilled to ambient in each section

AMBIENT TOP BOX 

Model	 Dimensions (mm)	 Power (kW) 

V12-A-R1	 1200 x 940 x 1350	 2.4

V15-A-R1	 1500 x 940 x 1350	 2.4

V18-A-R1	 1800 x 940 x 1350	 2.4

BASE DISPLAY WITH FLAT TOP MODELS 

Model	 Dimensions (mm)	 Power (kW) 

V12-A-R2	 1200 x 940 x 950	 2.4

V15-A-R2	 1500 x 940 x 950	 2.4

V18-A-R2	 1800 x 940 x 950	 2.4

FLEXIBLE TOP BOX MODELS 

Model	 Dimensions (mm)	 Power (kW) 

V12-F	 1200 x 940 x 1350	 2.4

V15-F	 1500 x 940 x 1350	 2.4

V18-F	 1800 x 940 x 1350	 2.4

V18-A-R1   1800 x 940 x 1350  

VISTA   Split framed box  

V15-F   1500 x 940 x 1350  
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Victor Manufacturing Limited

Back Prospect Works

Off South Street

Keighley BD21 5AA

01274 722125

sales@victormfg.co.uk
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All Victor products are 
manufactured in the UK and 
carry a two years warranty


